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NOTES:  

A. BUS PADS SHALL BE SLIP-RESISTANT SURFACE, CONSISTING OF CONCRETE WITH A LIGHT BROOM FINISH. 

B. BUS PADS SHALL BE CONNECTED TO STREETS, SIDEWALKS, OR PEDESTRIAN PATHS OF TRAVEL BY AN ACCESSIBLE 
ROUTE. ACCESSIBLE ROUTE SHALL HAVE A 48” MINIMUM WIDTH OF CLEAR SPACE.  
DO NOT PLACE A BENCH(S) AND/OR SHELTERS WITHIN THE ACCESSIBLE ROUTE. 

C. BUS PADS SHALL BE A MINIMUM CLEAR SPACE OF  60” WIDTH AND 96” LENGTH.  ACCESSIBLE ROUTE CAN BE PART OF 
THE BUS PAD. 

D. SIDEWALK/ACCESSIBLE ROUTE, BUS PAD AND SHELTER/BENCH PADS SHALL NOT HAVE A CROSS SLOPE GREATER 
THAN 2%. 

E. WHEN A BUS SHELTER PROVIDES A BENCH, THERE SHALL BE A MINIMUM CLEAR SPACE OF 30” X 48”  NEXT TO THE 
BENCH.  THIS SPACE SHALL BE COMPLETELY COVERED BY THE SHELTER. 

F. WHEN A BUS STOP  PROVIDES A BENCH, THERE SHALL BE A MINIMUM  CLEAR SPACE OF 30” X 48”, THIS SPACE  
CANNOT BE PART OF THE BUS PAD.  THE SURFACE OF THIS SPACE SHALL BE A SLIP-RESISTANT SURFACE, CONSIST-
ING OF CONCRETE WITH A LIGHT BROOM FINISH. 

G. BUS STOP PADS SHALL BE AT SAME SLOPE AS ROADWAY IN THE DIRECTION PARALLEL TO ROADWAY. 

H. BUS STOP PADS SHALL PROVIDE A SQUARE CURB SURFACE BETWEEN THE PAD AND ROAD OR A DETECTABLE     
WARNING THAT IS 60” WIDTH AND  36” DEPTH. 

- - - DESIGNATES IN PLAN VIEWS, THIS ELEMENT MAY BE CONSTRUCTED. 
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Pedestrian Button Standards 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
3/13/09

 
                    City of Folsom 
Self-Evaluation & Transition Plan Final Draft

                                     
                                            Page 119 of 120



Version:  DRAFT #1 NOT TO SCALE 

City of Folsom 

PEDESTRIAN BUTTON  
STANDARDS 

Date: 
10/3/08 

Approved by: 
 
 

CR — 1.0P 

 

A. Pole-supported pedestrian traffic-control buttons shall be identified with color coding consisting of 
a textured horizontal yellow band 2” in width encircling the pole, and a 1” wide dark border band 
above and below this yellow band. Color coding should be placed immediately above the control 
button.  

B. Control buttons shall be located no higher than 48” above the surface adjacent to the pole.  

C. The mechanism shall not require more than 5 pounds of force to activate. 

D. There shall be a 30” x 48”  clear space.   
Cross slope shall not exceed 2%. 

E. Forward approach: The button should be located in the same vertical plane as the leading edge 
of the clear ground space. 

F. Side approach: the clear ground space should be within 10” horizontally of the button.  
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