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     New Custom Home  

     Landscape Submittal Checklist 

                 

Project Address:_______________________________________________________________________ 

Project Applicant:___________________________     Owner:___________________________________ 

Applicant email:____________________________      Owner email:_____________________________ 

Applicant phone:___________________________       Owner phone:_____________________________ 

This checklist outlines required information to include in the building packet submittal for new custom 

home front yards and street frontages. Landscape plans are subject to review and approval prior to 

permit issuance and must be installed prior to Certificate of Occupancy. At least 40% of front yards must 

be landscape area. Deferred submittals are accepted for backyard landscaping. 

Project information 

 Total landscape area (square feet), including a breakdown of turf and plant material 

 Water supply type (e.g., potable, recycled, well) and identify the local retail water purveyor if 

the applicant is not served by a private well 

 Applicant signature and date with this statement: “I agree to comply with the requirements of 

the prescriptive compliance option to the MWELO.” 

 A landscape design plan, irrigation design plan, and grading/drainage plan shall be submitted for 

plan check 

Landscape Design Plan 

 Plant legend to include the following: 

o Common and botanical names 

o Water Use Classification of Landscape Species (WUCOLS) 

o Container size 

o Quantity 

 A minimum of 1 street tree from a 15-gallon container or larger is required for all interior lots. 

Corner lots shall have additional street trees along the side street frontage with a minimum of 

one tree for each 40’ of frontage length.*** 

 Turf shall not exceed 25% of the landscape area and shall not be planted on sloped areas which 

exceed a slope of 1 foot vertical elevation change for every 4 feet of horizontal length.  

 Protected trees (oaks, street trees, and heritage trees) shall be shown on the plans. 

 Include the following landscape notes: 

o “Incorporate compost at a rate of at least four cubic yards per 1,000 square feet to a 

depth of six inches into the landscape area except within the dripline of protected trees 

(unless contra-indicated by a soils test).” 

o “A minimum three inch layer of mulch shall be applied on al exposed soil surfaces of 

planting areas except in turf areas, creeping or rooting groundcovers, or direct seeding 

applications where mulch is contraindicated.” 
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Irrigation Design Plan 

 Irrigation legend to include the following: 

o Automatic irrigation controller (must use evapotranspiration or soil moisture data and 

utilize a rain sensor). Controller shall be a type that does not lose programming data in 

the event the primary power source is interrupted. 

o Backflow prevention devices 

o Manual shut-off valve (gate valve, ball valve or butterfly valve)  

o Private submeter (required for landscape areas greater than 5,000 square feet) 

o Main and lateral lines 

o Valves 

o Sprinkler heads/nozzles (must be matched precipitation rotator type nozzles) 

 Pressure regulators shall be installed on the irrigation system to ensure the dynamic pressure of 

the system is within the manufacturers recommended pressure range 

 Manual shut-off valves (such as a gate valve, ball valve, or butterfly valve) shall be installed as 

close as possible to the point of connection of the water supply. 

 All irrigation emission devices must meet the requirements set in the ANSI standard, ASABE/ICC 

802-2014. “Landscape irrigation Sprinkler and Emitter Standard,” All sprinkler heads installed in 

the landscape must document a distribution uniformity low quarter of 0.65 or higher using the 

protocol defined in ASABE/ICC 802-2014. 

 Trees to be irrigated on a separate valve from shrubs and turf. 

 Areas less than 10’ in width shall be irrigated with subsurface irrigation. 

 Pop-up sprinklers shall be set back a minimum of 24” from any impervious surface. 

 Include a water budget table if less than 75% of the landscape area is drought tolerant plant 

material (low/very low WUCOLS) or if the total landscape area is 2,500 sq ft or greater. 

Grading Design Plan 

 Height of graded slopes 

 Drainage patterns 

 Pad elevations 

 Finish grade 

 

 

 

*** Custom homes in Empire Ranch are required to have a minimum of 2 street trees from a 24” box container in 

the front yard for interior lots. Corner lots shall have additional street trees along the side street frontage as 

follows: 

1. One large-size tree species (mature height of 46’ or greater) from the city’s master tree list planted on 
center every forty feet of street frontage; or 
 

2. One medium-size tree species (mature height of 26’-45’) from the city’s master tree list planted on 
center for every thirty feet of street frontage; or 

 

3. One small-size tree species (mature height of 15’-25’) from the city’s master tree list planted on center 
for every twenty feet of street frontage 
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Landscape Erosion and Sedimentation Control Notes to be included in the submittal: 

1. All erosion and sediment control measures shall be constructed and maintained in accordance 
with the latest edition of the City of Folsom Design Standards and the county of Sacramento 
erosion and sediment control guidelines. 

2. Temporary erosion control Best Management Practices (BMPs) shall be installed and maintained 
year round and an effective combination of erosion and sediment control BMPs shall be 
installed and maintained during the wet season (October 1 through April 30) and prior to the 
onset of any storm. 

3. All storm drain inlets within the work area, and offsite storm drain inlets with the potential to 
receive runoff from the project site, shall be adequately protected with sediment control BMPs 
to effectively remove sediment from runoff prior to discharge to the storm drain. 

4. All stabilized construction access locations shall be constructed per the latest edition of the 
Sacramento county standards to effectively prevent tracking of sediment to paved areas. 

5. Sediment control BMPs shall be placed along the project perimeter wherever there is a potential 
for drainage to leave the project site. 

6. Cementitious, paint, waste, and hazardous material shall be handled, covered, and/or stored 
properly to avoid spills, leakage, and contact with rain or stormwater runoff. 

7. Public streets and sidewalks shall be swept daily from construction activities. Washing the street 
shall not be permitted. 

8. Upon completion of the project, all BMPs shall be removed once landscaping is installed and 
functioning to the satisfaction of the City. 

9. For project sites larger than 1 acre, erosion and sediment control measures shall be in 
substantial compliance at all times with the Storm Water Pollution Prevention Plan (SWPPP) 
prepared for the project in accordance with the State of California General Construction Permit. 
This permit requires that SWPPP be kept up to date to reflect the changing site conditions and 
the SWPPP is available on site at all times for review by state and local inspectors. The 
contractor shall be required to meet and follow all NPDES requirements in effect at the time of 
construction. 

 


