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MARK N. ROBERTS

711 Orange Grove Way
Folsom, CA  95630

916.608.0833
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REINFORCING STEEL
C  O  N  S  T  R  U  C  T  I  O  N      N  O  T  E  SC  O  N  S  T  R  U  C  T  I  O  N      N  O  T  E  S

CONCRETE

WOOD FRAMING

GENERAL NOTES
C  O  N  S  T  R  U  C  T  I  O  N      N  O  T  E  S

NAILING SCHEDULE

FOLSOM

V  I  C  I  N  I  T  Y      M  A  P

A1
DRAWING  INDEX

A2
A3

B L D G.   D E P T.   N O T E S

S I T E   C O N S T R U C T I O N   N O T E S
LOT SIZE:

OWNER:

CODES:

APN:

P  R  O  J  E  C  T      I  N  F  O

EXISTING HOUSE:

PROJECT:

OCC. / CONSTRUCTION:

IMPERVIOUS SURFACE RATIO:
PROPOSED GARAGE:

Text
 ---

Text
 THESE PLANS, DRAWINGS AND DESIGNS ARE THE EXCLUSIVE PROPERTY OF MARK N. ROBERTS, ARCHITECT. AND SHALL NOT BE REPRODUCED IN ANY FORM WITHOUT WRITTEN CONSENT.  ALL RIGHTS ARE RESERVED.  COPYRIGHT 2026 MARK N. ROBERTS, ARCHITECT.

Text
 ---

Text
 C-27060

Text
 MARK N. ROBERTS

Text
 REN. 08/31/__

Text
 10d COMMON

Text
 8d DEFORMED OR

Text
 1-1/8" TO 1-1/4" THICK

Text
 6" E.N. & 12" FIELD

Text
 6" E.N. & 12" FIELD

Text
 7/8" TO 1" THICK

Text
 8d DEFORMED OR

Text
 8d COMMON

Text
 %%U  SUBFLR - FRM'G  

Text
 8d COMMON

Text
 6d DEFORMED OR

Text
 3/4" THICK & LESS

Text
 6" E.N. & 12" FIELD

Text
 NAIL OR 1.625" STAPLE

Text
 1.75" GALV. ROOF'G,

Text
 5/8" GYPSUM SHEATHING

Text
 OR 1.625" SCREWS, TYPE W OR S

Text
 7" E.N. & 7" FIELD

Text
 7" E.N. & 7" FIELD

Text
 SCREWS, TYPE W OR S

Text
 1/2" GYPSUM SHEATHING

Text
 1.5" GALV. ROOF'G,

Text
 NAIL OR STAPLE, 1.25"

Text
 7/16" CROWN OR 1"

Text
 1.75" GALV. ROOF'G,

Text
 25/32" STRUCTURAL CELLULOSIC

Text
 3" E.N. & 6" FIELD

Text
 FIBER BD. SHEATHING

Text
 CROWN STAPLE

Text
 16 GA, 1-1/2" LONG

Text
 16 GA, 1-1/4" LONG

Text
 CROWN STAPLE

Text
 FIBER BD. SHEATHING

Text
 3" E.N. & 6" FIELD

Text
 1/2" STRUCTURAL CELLULOSIC

Text
 1.5" GALV. ROOF'G,

Text
 7/16" CROWN OR 1"

Text
 %%U  OTHER WALL SHEATHING  

Text
 8d DEFORMED

Text
 10d COMMON OR

Text
 1-1/8" TO 1-1/4" THICK

Text
 6" E.N. & 12" FIELD

Text
 6" E.N. & 12" FIELD

Text
 8d COMMON

Text
 19/32" TO 1" THICK

Text
 6" E.N. & 12" FIELD

Text
 5/16" TO 1/2" THICK

Text
 6d (SUBFLR, WALL)

Text
 8d (ROOF)

Text
 ("COMMON", TYP.)

Text
 ("COMMON", TYP.)

Text
 8d (ROOF)

Text
 INT. WALL SHEATHING TO FRM'G &

Text
 PARTICLE BD. WALL

Text
 6d (SUBFLR, WALL)

Text
 3/8" TO 1/2" THICK

Text
 6" E.N. & 12" FIELD

Text
 JOISTS & RAFTERS

Text
 AT EA. JOIST OR

Text
 LEDGER STRIPS SUPPORTING

Text
 (3) 16d

Text
 RAFTER

Text
 AT EA. SPLICE

Text
 (2) NAILS @ ENDS &

Text
 BEARING / F.N.

Text
 BEARING / F.N.

Text
 BOT. & STAGGERED

Text
 32" O.C. TOP &

Text
 10d

Text
 BUILT-UP GIRDERS & BEAMS,

Text
 NAIL EA. LAYER:

Text
 2" LUMBER LAYERS

Text
 AT EA. BEARING

Text
 2" PLANKS (PLANK & BM.-FLR.& RF.)

Text
 (2) 16d

Text
 8d

Text
 RIM JOIST TO TOP PL. / T.N.

Text
 8" O.C.

Text
 (ROOF APPLICATIONS ALSO)

Text
 GIRDER / BLIND & F.N.

Text
 -

Text
 2" SUBFLR TO JOIST OR

Text
 (2) 16d

Text
 (2) 8d OR (2)

Text
 1-3/4" STAPLES

Text
 1x6 OR LESS TO EA. JOIST / F.N.

Text
 -

Text
 -

Text
 (3) 8d

Text
 JOIST TO SILL OR GIRDER / T.N.

Text
 TO EA. BEARING / F.N.

Text
 1-3/4" STAPLES

Text
 -

Text
 (3) 8d OR (4)

Text
 WIDER THAN 1x8 SHEATHING

Text
 -

Text
 1-3/4" STAPLES

Text
 -

Text
 (2) 8d OR (3)

Text
 1x8 SHEATHING TO EA.

Text
 1x6 SHEATHING TO EA.

Text
 (2) 8d OR (2)

Text
 -

Text
 1-3/4" STAPLES

Text
 1-3/4" STAPLES

Text
 -

Text
 (2) 8d OR (2)

Text
 1" BRACE TO EA. STUD & PL. / F.N.

Text
 INTERSECTIONS / F.N.

Text
 TOP PL, LAPS @ CORNERS &

Text
 (2) 10d

Text
 -

Text
 -

Text
 (2) 16d

Text
 TOP OF SOLE PL. TO STUD / E.N.

Text
 STUD TO SOLE PLATE / T.N.

Text
 (3) 8d OR (2) 16d

Text
 -

Text
 16" O.C.

Text
 (3) 16d

Text
 SOLE PL. TO JOIST OR BLK'G.

Text
 AT BRACED WALL PANEL

Text
 BLOCKING / F.N.

Text
 SOLE PLATE TO JOIST OR

Text
 16d

Text
 16" O.C.

Text
 OFFSET OF END JOINTS / F.N.

Text
 -

Text
 (8) 16d

Text
 DOUBLE TOP PLATES MIN. 24"

Text
 DOUBLE TOP PLATES / F.N.

Text
 10d

Text
 24" O.C.

Text
 24" O.C.

Text
 10d

Text
 DOUBLE STUDS / F.N.

Text
 -

Text
 CONT. HEADER TO STUD / T.N.

Text
 (4) 8d

Text
 16d

Text
 CONTINUED HEADER, (2) PIECES

Text
 16" O.C. EA. EDGE

Text
 WITH 1/2" SPACER

Text
 24" O.C.

Text
 16" O.C. EA. EDGE

Text
 BUILT UP HEADER, (2) PIECES

Text
 BUILT-UP CORNER STUDS

Text
 16d

Text
 10d

Text
 -

Text
 ROOF RAFTERS TO RIDGE,

Text
 (3) 16d

Text
 VALLEY OR HIP RAFTERS / F.N.

Text
 VALLEY OR HIP RAFTERS / T.N.

Text
 -

Text
 (4) 16d

Text
 ROOF RAFTERS TO RIDGE,

Text
 -

Text
 (2) 16d

Text
 RAFTER TO PLATE / T.N.

Text
 OR 1-1/4" x 20 GA RIDGE STRAP

Text
 ABBREVIATIONS:   F.N. = FACE NAIL;   E.N. = END NAIL;   T.N. = TOE NAIL

Text
 8d

Text
 10d

Text
 10d SHORTS

Text
 16d

Text
 20d

Text
 HOLES SHALL BE PRE-DRILLED WHERE NECESSARY TO PREVENT

Text
 SPLITTING. NAILING NOT NOTED BELOW OR ON PLANS SHALL BE A MIN. OF

Text
 TWO NAILS AT EACH CONTACT; 8d FOR 1" MATERIAL & 16d FOR 2" MATERIAL.

Text
 %%USIZE

Text
 %%UDIAMETER

Text
 %%ULENGTH

Text
 %%UMIN. PENETRATION

Text
 0.131"

Text
 0.148"

Text
 0.148"

Text
 0.162"

Text
 0.192"

Text
 4"

Text
 3-1/2"

Text
 2-1/4"

Text
 3"

Text
 2-1/2"

Text
 1-1/2"

Text
 1-5/8"

Text
 1-5/8"

Text
 1-3/4"

Text
 2-1/8"

Text
 1-3/4"

Text
 3-1/2"

Text
 0.148"

Text
 16d S.SHNK

Text
 -

Text
 (3) 10d

Text
 COLLAR TIE RAFTER / F.N.

Text
 OVER PARTITIONS / F.N.

Text
 TO PARALLEL RAFTER, LAPS

Text
 (3) 8d

Text
 (3) 10d

Text
 %%UFASTENER(S)

Text
 (3) 8d

Text
 BLOCKING @ TOP PL. / T.N.

Text
 CLG. JOISTS TO TOP PL. / T.N.

Text
 %%UBLDG. ELEMENT / LOCATION 

Text
 %%USPACING 

Text
 -

Text
 -

Text
 -

Text
 CLG. JOISTS NOT ATTACHED

Text
 REINFORCING STEEL SHALL CONFORM TO ASTM A615, GRADE 40 

Text
 FOR SIZES #3 & #4, & GRADE 60 FOR SIZES #5 AND LARGER, WITH

Text
 2"

Text
 1/2"

Text
 3"

Text
 1"

Text
 3"

Text
 SLAB ON GRADE / CENTER OF SLAB

Text
 CONCRETE BELOW GRADE, FORMED

Text
 CONCRETE BELOW GRADE, UNFORMED

Text
 CONCRETE USED IN PRE-CAST PANELS

Text
 CONCRETE EXPOSED TO WEATHER, EXCEPT PRE-CAST

Text
 STEEL AND FACE OF CONCRETE SHALL BE MAINTAINED U.O.N.:

Text
 THE FOLLOWING MINIMUM CLEAR DISTANCES BETWEEN REINFORCING

Text
 REINFORCING INDICATED AS "CONTINUOUS" SHALL BE SPLICED

Text
 WITH A BAR OVERLAP OF 36 DIAMETERS MINIMUM IN CONCRETE

Text
 AND 40 DIAMETERS IN MASONRY. (2'-0" MIN. BOTH CASES).

Text
 (MIN. COVERAGE SHALL COMPLY WITH CBC CHAPTER 19 & ACI 318)

Text
 PROVIDE ADEQUATE SUPPORT FOR ALL REINFORCING STEEL

Text
 SHALL BE WELL SECURED IN PLACE PRIOR TO CONCRETE POUR.

Text
 ALL REINFORCING STEEL, DOWELS, ANCHOR BOLTS & OTHER INSERTS

Text
 DEFORMATIONS CONFORMING TO ASTM A305 U.O.N. ON PLANS.

Text
 DOWELS FOR WALLS AND COLUMNS SHALL BE THE SAME SIZE AND

Text
 USING PROPER LOW HYDROGEN ELECTRODES.

Text
 SPACING AS THE WALL / COLUMN REINFORCING U.O.N.

Text
 WELDING OF REINFORCING STEEL SHALL CONFORM TO AWS D12-1

Text
 ALL BENDING REINFORCING STEEL SHALL CONFORM TO THE LATEST

Text
 WELDED STEEL WIRE FABRIC SHALL CONFORM TO ASTM A185 FOR

Text
 MEASURED BETWEEN OUTERMOST CROSS WIRES OF EACH SHEET IS

Text
 NOT LESS THAN THE SPACING OF THE CROSS WIRES PLUS TWO INCHES.

Text
 COLD DRAWN STEEL WIRE. SPLICES SHALL BE MADE SO OVERLAP

Text
 NAILS SHALL BE COMMON OR VINYL COATED SINKERS. NAILING

Text
 SHALL BE PER CBC, CHAPTER 23, U.O.N. ON PLANS AND DETAILS.

Text
 ALL METAL CONNECTORS SHALL BE SIMPSON STRONG-TIE

Text
 CONNECTORS. THE NAILS FOR THESE CONNECTORS SHALL BE JOIST

Text
 HANGER NAILS AS MANUFACTURED BY THE SIMPSON CO.

Text
 BOLT HOLES IN WOOD SHALL BE 1/32" TO 1/6" LARGER THAN THE

Text
 BOLT WASHERS UNDER HEAD AND NUT U.O.N.

Text
 ALL BOLTS SHALL BE RETIGHTENED PRIOR TO THE APPLICATION OF

Text
 SHEATHING, PLASTER ETC.

Text
 STRUCTURAL MEMBERS SHALL NOT BE CUT FOR PIPES ETC. UNLESS

Text
 SPECIFICALLY DETAILED.

Text
 ALL WOOD BEARING ON CONCRETE OR MASONRY SHALL BE

Text
 PRESSURE TREATED DOUGLAS FIR.

Text
 EACH SHEET OF PLYWOOD SHALL BE IDENTIFIED BY A REGISTERED

Text
 STAMP OF BRAND OF THE AMERICAN PLYWOOD ASSOCIATION.

Text
 PORTLAND CEMENT

Text
 CLEAN SAND

Text
 NOMINAL BOLT DIAMETER. ALL BOLTS SHALL HAVE STANDARD

Text
 DRY PACK MIX SHALL BE OF THE FOLLOWING PROPORTIONS

Text
 (OR APPROVED PRE-PORTIONED

Text
 1 PART

Text
 3 PARTS

Text
 CONCRETE USED FOR FTGS. & SLABS SHALL HAVE A MIN. ULTIMATE

Text
 COMPRESSIVE STRENGTH OF 2500 PSI @ 28 DAYS DURATION.

Text
 PROVIDE 2x SOLID BLOCKING BETWEEN JOISTS AND RAFTERS AT 

Text
 ALL SUPPORTS. BLOCKING SHALL BE ONE PIECE AND THE FULL

Text
 DEPTH OF THE JOIST OR RAFTER.

Text
 FLOOR SHEATHING SHALL BE 3/4" T&G "STURD-I-FLOOR" PLYWOOD.

Text
 WALL SHEATHING SHALL BE 3/8" CDX PLYWOOD OR OSB U.O.N..

Text
 HIGH STRENGTH NON-SHRINK GROUT)

Text
 ADDMIXTURES TO BE USED SHALL BE APPROVED BY THE ENGINEER.

Text
 CURING SHALL HAVE PRIOR APPROVAL OF THE ENGINEER.

Text
 THE FIRST 7 DAYS AFTER PLACEMENT. METHODS FOR ACCELERATED

Text
 CONCRETE SHALL CURE WHILE IN A MOIST CONDITION FOR AT LEAST

Text
 MAXIMUM PERMISSIBLE WATER-CEMENT RATIOS FOR CONCRETE

Text
 WHEN STRENGTH DATA FROM TRIAL BATCHES ARE NOT AVAILABLE

Text
 SHALL CONFORM TO TABLE 4.5 OF ACI STANDARD 318-77.

Text
 MAXIMUM SLUMP SHALL BE 4".

Text
 COORDINATE WITH MECHANICAL, PLUMBING, AND ELECTRICAL

Text
 FOR ALL PIPES, CONDUITS AND OTHER INSERTS EMBEDDED OR

Text
 EMBED ALL BOLTS A MINIMUM OF 7" INTO CONCRETE, U.O.N.

Text
 CAST WITH THE CONCRETE.

Text
 ROOF SHEATHING SHALL BE 19/32" CDX PLYWOOD OR OSB.

Text
 LVL - MICROLLAM

Text
 PSL - PARALLAM

Text
 GLU-LAM BEAMS TO BE COMBINATION 24F-V4

Text
 6x BEAMS TO BE D.F./LARCH #1 U.O.N.

Text
 HORIZONTAL FRAMING TO BE D.F./LARCH #2 U.O.N.

Text
 LSL - TIMBERSTRAND (1-1/2")

Text
 THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS & ELEVATIONS

Text
 PRIOR TO COMMENCEMENT OF WORK.  DISCREPANCIES IN DIMENSIONS

Text
 WHICH MAY BE FOUND SHALL BE BROUGHT TO THE ARCHITECT'S

Text
 CONTRACTOR TO REMOVE DEBRIS, ROOTS, WEEDS AND OTHER

Text
 DELETERIOUS MATERIAL FROM SITE. CONTRACTOR SHALL REMOVE

Text
 ALL UNUSED EXCAVATED EARTH FROM SITE.

Text
 OF WORK MANDATED BY ANY REGULATORY AUTHORITY.

Text
 ASSUME FULL RESPONSIBILITY FOR ANY SUBSEQUENT MODIFICATION

Text
 THE PERMITTING & ANY OTHER REGULATORY AUTHORITIES.  FAILURE

Text
 TO FOLLOW THIS PROCEDURE SHALL CAUSE THE CONTRACTOR TO

Text
 RECEIVED ALL PLANS & ANY OTHER DOCUMENTATION FROM ALL OF

Text
 FABRICATION OF ANY ITEM SHALL BEGIN UNTIL CONTRACTOR HAS

Text
 INTEGRITY AT ALL STAGES OF CONSTRUCTION.

Text
 THE CONTRACTOR SHALL MAINTAIN THE BUILDING'S STRUCTURAL

Text
 DRAWINGS REPRESENT THE DESIRED RESULT OF CONSTRUCTION.

Text
 THE METHODS OF CONSTRUCTION & THE RISKS INVOLVED DURING

Text
 CONSTRUCTION ARE THE RESPONSIBILITY OF THE CONTRACTOR.

Text
 PRIOR TO STARTING CONSTRUCTION THE GENERAL CONTRACTOR

Text
 SHALL BE RESPONSIBLE TO VERIFY THAT ALL REQUIRED PERMITS &

Text
 APPROVALS HAVE BEEN OBTAINED.  NO CONSTRUCTION OR

Text
 IN THE AFFECTED AREA.

Text
 ATTENTION FOR HIS DECISION BEFORE PROCEEDING WITH WORK

Text
 TO GENERAL DRAWINGS.

Text
 SCALE MEASUREMENTS.  FOLLOW DETAIL DRAWINGS IN PREFERENCE

Text
 DOCUMENTS OR FIGURES ON THE DRAWINGS IN PREFERENCE TO

Text
 CONTRACTORS SHALL FOLLOW SIZES IN THE CONSTRUCTION

Text
 WHERE IT IS OBVIOUS THAT A DRAWING ILLUSTRATES ONLY A PART

Text
 OF A GIVEN WORK OR A NUMBER OF ITEMS, THE REMAINDER SHALL

Text
 BE DEEMED REPETITIVE AND SO CONSTRUCTED.

Text
 BY THE ARCHITECT PRIOR TO COMMENCING ANY PERTINENT WORK.

Text
 ALL CONTRACTOR PROPOSED SUBSTITUTIONS SHALL BE APPROVED

Text
 CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION OF ALL

Text
 TRADES INCLUDING THOSE ITEMS SUPPLIED BY THE OWNER.

Text
 CONCRETE OR TO CENTERLINE OF COLUMNS, U.O.N.

Text
 DIMENSIONS SHOWN ON THE PLANS ARE TO FACE OF STUDS OR

Text
 ALL EXTERIOR BOLTS, NAILS, WASHERS & FLASHING SHALL BE GALV.

Text
 CONFORMING TO THE FOLLOWING MINIMUM SIZES :

Text
 ALL NAILS FOR STRUCTURAL WORK SHALL BE COMMON WIRE NAILS

Text
 %%U  ROOF  

Text
 %%U  WALL  

Text
 %%U  FLOOR  

Text
 WD. PANELS,

Text
 WD. PANELS, SUBFLR., RF. &

Text
 %%U SHEATHING TO FRAM'G 

Text
 EDITION OF THE CBC.

Text
 SIBLEY ST

Text
 READING ST

Text
 PERSIFER

Text
 ROAD

Text
 DR.

Text
 BRIGGS

Text
 RANCH

Text
 FOLSOM   BLVD.

Text
 NATOMA

Text
 EAST     BIDWELL     STREET

Text
 RILEY ST

Text
 NATOMA ST.

Text
 G.VALLEY

Text
 RAVINE

Text
 HIGHWAY   50

Text
 DAM

Text
 MORMON

Text
 SCOTT ST

Text
 BRIDGE ST

Text
 FIGUEROA

Text
 BLUE

Text
 WOOL ST

Text
 SUTTER

Text
 DECATUR ST

Text
 ROAD

Text
 COLOMA ST

Text
 FOLSOM, CA  95630

Text
 108 READING STREET

Text
 %%U PROJECT LOCATION 

Text
 RILEY ST

Text
 BIDWELL

Text
 GENERAL NOTES AND PROJECT INFORMATION

Text
 SITE PLAN

Text
 GARAGE FLOOR PLAN, SECTION AND EXTERIOR ELEVATIONS

Text
 CONTRACTOR SHALL NOTIFY BLDG. DEPARTMENT WHEN WORK IS READY FOR INSPECTION, & WILL PROVIDE ACCESS TO, & MEANS FOR INSPECTION OF THE WORK.

Text
 CONSTRUCTION WORK SHALL BE SUBJECT TO INSPECTION BY THE CITY OF FOLSOM BLDG. OFFICIAL OR HIS/HER DESIGNATED REPRESENTATIVE. CONSTRUCTION SHALL REMAIN ACCESSIBLE & EXPOSED FOR INSPECTION UNTIL APPROVED.  APPROVAL AS A RESULT OF AN INSPECTION SHALL NOT BE CONSTRUED TO BE AN APPROVAL OF A CODE VIOLATION OR OTHER CITY OR OTHER JURISDICTION REGULATIONS.

Text
 WORK SHALL BE INSTALLED PER APPROVED CONSTRUCTION DOCUMENTS, ANY CHANGES MADE NOT IN COMPLIANCE w/ APPROVED PERMIT SHALL BE SUBMITTED FOR APPOVAL AS AN AMMENDED SET OF CONSTRUCTION DOCUMENTS.

Text
 1. DRAINAGE SWALES SHALL BE INSTALLED TO CITY OF FOLSOM'S SATISFACTION 2. GROUND ADJ. TO BLDG. SHALL BE SLOPED AWAY FROM BLDG. AT A MIN. OF 5% FOR A MIN. OF 10 FT., SLOPED MAY BE REDUCED TO 2% AT PAVED SURFACES 3. THERE IS NO CUT OR FILL NECESSARY TO CONSTRUCT THIS BUILDING 4. NO WORK SHALL BE PERMITTED w/ IN OR UNDER THE DRIP LINE OF AN (E) OAK TREE w/ OUT A PERMIT 5. CONSTRUCTION SHALL BE "CHALKED" & OAK TREES SHALL BE FENCED w/ HIGH VISIBILITY FENCING PRIOR TO PRE-SITRE INSPECTION 6. CALL U.S.A. SERVICE PRIOR TO EXCAVATION 7. EROSION & SEDIMENTATION CONTROL MEASURES SHALL BE INSTALLED & MAINTAINED BETWEEEN OCT. 15th & APRIL 1st 8. CLEARING & GRUBBING SHALL CONFORM TO THE CITY OF FOLSOM'S REQUIREMENTS 9. ALL EXCAVATION, EMBANKMENT & BACKFILL SHALL CONFORM TO THE CITY OF FOLSOM'S REQUIREMENTS 10. SOIL IS ASSUMED TO BE STABLE, DRY, NON-EXPANSIVE & NON-FILL MATERIAL 11. IF SITE / SOIL CONDITION DEVIATES FROM THE ABOVE CRITERIA, CONTRACTOR SHALL OBTAIN GEOTECHNICAL DATA OF SITE / SOIL & RECOMMENDED MEASURES FOR FOUNDATION / CONSTRUCTION 12. FOOTINGS SHALL BE SUPPORTED ON UNDISTURBED NAT. SOILS 13. ARCHITECT SHALL REVIEW EXCAVATIONS PRIOR TO PAD & FTG. PLACEMENT & PROVIDE WRITTEN REPORT TO BLDG. DEPT.

Text
 APPROVED ILLUMINATED ADDRESS NUMBERS SHALL BE PLACED ON BUILDING. NUMBERS TO BE CLEARLY VISIBLE AND LEGIBLE FROM THE STREET FRONTING THE PROPERTY AND SHALL CONTRAST IN COLOR FROM BACKGROUND - ILLUMINATED ADDRESS SHALL BE ON A LIGHTING CIRCUIT POWERED DUSK TO DAWN.

Text
 2,800 SQ.FT.

Text
 TONY VILLANI                          916.612.2215

Text
 070-0045-007-0000

Text
 816 + 500 = 1,316 SQ.FT.

Text
 DETACHED 2-CAR GARAGE

Text
 R-3 / V-B

Text
 ALL CONSTRUCTION PERFORMED SHALL COMPLY w/ THE 2025 C.A.C., C.B.C., C.R.C., C.M.C., C.P.C., C.E.C., CGBSC, C.F.C., THE REFERENCED STANDARDS CODE & CALIFORNIA ENERGY CODE, AS AMMENDED BY THE STATE OF CALIFORNIA & LOCAL JURISDICTION

Text
 816 + 528 = 1,344 : 2,800 = 48%

Text
 528 SQ.FT.

Text
 108 READING STREET,  FOLSOM, CA  95630

Text
 52% OF SITE REMAINS PERVIOUS
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JOB:  25.03
DATE:  02.16.26
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MARK N. ROBERTS

711 Orange Grove Way
Folsom, CA  95630

916.608.0833

FO
ETAT

S AINROFILA

CH I TECT

RADESNECIL

C

A2

SITE PLAN - 1/8" = 1'-0" SITE SECTION / EAST ELEVATION - 1/8" = 1'-0"

Text
 Prop Line - 70ft

Text
 Prop Line - 70ft

Text
 Prop Line - 40ft

Text
 Prop Line - 40ft

Text
 Centerline of Leidesdorff Street

Text
 %%U Existing House 

Text
 Edge of Paving

Text
 Centerline of Reading Street

Text
 Edge of Paving

Text
 102 Reading Street

Text
 Adjacent Property

Text
 1004 Leidesdorff Street

Text
 Adjacent Property

Text
 10'-0"

Text
 10'-0"

Text
 6'-0"

Text
 14'-0"

Text
 22' x 24'

Text
 Proposed

Text
 %%U Garage 

Text
 4

Text
 12

Text
 4

Text
 12

Text
 14'-10"

Text
 23'-6" +/-

Text
 Prop Line

Text
 Existing House

Text
 Proposed Garage

Text
 ---

Text
 THESE PLANS, DRAWINGS AND DESIGNS ARE THE EXCLUSIVE PROPERTY OF MARK N. ROBERTS, ARCHITECT. AND SHALL NOT BE REPRODUCED IN ANY FORM WITHOUT WRITTEN CONSENT.  ALL RIGHTS ARE RESERVED.  COPYRIGHT 2026 MARK N. ROBERTS, ARCHITECT.

Text
 ---

Text
 C-27060

Text
 MARK N. ROBERTS

Text
 REN. 08/31/__

Text
 to Remain

Text
 (E) Non-Heritage

Text
 Coniferous Evergreen

Text
 to Remain

Text
 (E) Non-Heritage

Text
 Deciduous Tree



10
8 

R
EA

D
IN

G
 S

TR
EE

T
FO

LS
O

M
,  

C
A

   
95

63
0

JOB:  25.03
DATE:  02.16.26
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MARK N. ROBERTS

711 Orange Grove Way
Folsom, CA  95630

916.608.0833

FO
ETAT

S AINROFILA

CH I TECT

RADESNECIL

C

A3
EAST (STREET) ELEV - 1/4"

WEST ELEV - 1/4"

NORTH ELEV - 1/4"

SOUTH ELEV - 1/4"

A-A SECTION - 1/4"

FLOOR PLAN - 1/4" = 1'-0"

Text
 10'-1"

Text
 14'-9"

Text
 16" EAVE O.H.

Text
 16" EAVE O.H.

Text
 %%u Garage 

Text
 4

Text
 12

Text
 4

Text
 12

Text
 4

Text
 12

Text
 4

Text
 12

Text
 4'-0"

Text
 2'-8"

Text
 2'-8"

Text
 PROPERTY LINE - 70'

Text
 PROPERTY LINE - 70'

Text
 PROPERTY LINE - 40'

Text
 EXISTING HOUSE

Text
 %%u Garage 

Text
 24'-0"

Text
 22'-0"

Text
 2868

Text
 16070

Text
 48" BWP

Text
 48" BWP

Text
 48" BWP

Text
 48" BWP

Text
 22" ABWP

Text
 48" BWP

Text
 48" BWP

Text
 2636

Text
 48" BWP

Text
 10'-0"

Text
 10'-0"

Text
 6'-0"

Text
 14'-0"

Text
 2636
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