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Folsom Fire Department Requirements - Construction 

 

Foundation-Only Construction 

1. Fire Department Access 

• Access into the site shall be all-weather access, defined as a 

minimum of 6 inches of compacted aggregate base (AB). 

• At minimum, one (1) access point shall be provided from the street site 

entrance to the midpoint of the foundation of any one (1) side; and 

shall be maintained at all times. 

• Per California Fire Code Section 3307.1: 

o Approved vehicle access for firefighting shall be provided to all 

construction or demolition sites. 
o Access roads may be temporary or permanent but shall be 

capable of supporting fire apparatus under all-weather 
conditions. 

o Access shall be maintained until permanent fire apparatus 
access roads are available. 

 

2. Fire Protection Water Supply 

• On-site fire hydrants or fire protection water supply are not required 

during foundation- only construction. 
 

3. Combustible Materials 

• No combustible materials shall be stored or maintained on-site at 

any time under the foundation-only permit. 
 

Combustible materials include, but are not limited to: 

• Construction and building materials stored on-site 

• Materials located  within the vicinity of future fire protection water supply 
 

Exceptions to Combustibles: 

• Foundation form boards 

• Rebar cover boards / wooden safety cover 



 

 

On-Site Construction Trailer 

• Construction trailers shall be located:  

o Near the site entrance, access point from a main road  

o Within 150 feet of an existing, active fire hydrant  

 

Vertical Construction – Noncombustible Type I and II 

1. Fire Department Access 

• Access into the site shall be all-weather access, defined as a minimum of 

6 inches of compacted aggregate base (AB).  

May 1 – September 30: 6” 95% compacted AB, October 1 – April 30: 2” AC 

over 6” 95% compacted AB.  

• At minimum, one (1) access point shall be provided from the street site 

entrance to the midpoint of any two (2) sides of the foundation; and 

shall be maintained at all times. 

• Per California Fire Code Section 3307.1:  

o Approved vehicle access for firefighting shall be provided to all 

construction or demolition sites.  

o Access roads may be temporary or permanent but shall be capable of 

supporting fire apparatus under all-weather conditions. 

o Access shall be maintained until permanent fire apparatus access 

roads are available.  

2. Fire Protection Water Supply 

• Per California Fire Code Section 3307.3 (Vertical Construction – Type I and II):  

o A fire protection water supply is not required prior to the start of 

vertical Type I and II (Steel, concrete non combustible materials) 

construction.  

o If combustible building materials are delivered to the site, a fire 

protection water supply shall be provided in accordance with Section 

3307.2.1.  

o Additional water supply for required fire flow is not required prior to 

commencing vertical construction of Type I and II buildings.  

 

No combustibles for Foundation-only/On-Site Trailer/Vertical Construction. 


